
BID ADDENDUM 
 
Addendum No.: 1 
Date: February 24, 2015 
Project: PROPOSED RE-DECKING OF FLOATING DOCK 

BACK CREEK BASIN, CHESAPEAKE CITY MUNICIPAL DOCK 
Bidders must acknowledge receipt of this addendum prior to the hour and date specified for receipt of bids in the Project Conditions and 
Specifications or as amended, by one of the following methods: a) by completing the enclosed acknowledgement form and returning it with the bid; b) 
by acknowledging receipt of this addendum on each copy of the bid submitted; or c) by separate letter which includes a reference to the solicitation 
and addendum number.  Failure of your acknowledgement to be received at the place designated for the receipt of bids prior to the hour and date 
specified may result in rejection of your bid. 

Description of addendum: 
 
GENERAL:   
This addendum contains the following items: 
• Acknowledgement of Bid Addendum Form 
• Pre-Bid Meeting Minutes 
• Bid Extension until 2:00 p.m. March 6, 2015 
• Revised Construction Bid Form – Page 5 (Page 2 of 5 of the  Contract Documents)   – Revisions 

include the following: 
o Remove Bid Item 4 Water Piping 
o Addition of Add/Alternate 1 – Upgrade Meter Pan to 400 amp 

• Revised Bid Specifications 
o Remove water piping from scope of work 
o Replace CCA treatment with ACQ for treated lumber 
o Clarify location of new electrical conduit feeding new 200 amp sub-panel. 

 
DELETE: 
Pages: 

• Page 5 Construction Bid Form (Page 2 of 5 of the Contract Documents) 
• Page 9 Bid Specifications 
• Page 17 Bid Specifications 
• Page 19 Bid Specifications 
• Page 20 Bid Specifications 
• Page 21 Bid Specifications 

 
REPLACE WITH (ADD): 
Pages: 

• Page 5 Construction Bid Form (Page 2 of 5 of the Contract Documents) 
• Page 9 Bid Specifications 
• Page 17 Bid Specifications 
• Page 19 Bid Specifications 
• Page 20 Bid Specifications 
• Page 21 Bid Specifications 

 
INSERT 
Pages: 

• Page 22 – result of revised electrical scope. 
 

 
 



Town of Chesapeake City 
ACKNOWLEDGMENT OF BID ADDENDUM 

 
 
 
 
Addendum No.: 1 
Date: February 24, 2015 
Project: PROPOSED RE-DECKING OF FLOATING DOCK 
 BACK CREEK BASIN, CHESAPEAKE CITY MUNICIPAL DOCK 

This is to acknowledge receipt of the noted Addendum.  Failure to acknowledge receipt of this 
Addendum may result in the disqualification of your bid. 
 
 
 
___________________________   ___________________________ 
Company Name     Authorized Signature 
 
 
___________________________   ___________________________ 
Address      Name (Type or Print) 
 
 
___________________________   ___________________________ 
City, State, Zip     Title 
 
 
___________________________   ___________________________ 
Telephone/Fax Numbers    Date 
 
 
 
 

END OF ADDENDUM  
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2.       Dock Decking Replacement: ____________________________________ 
        
     ________________________________ DOLLARS ($________________) 
   (Words)                    (Figures) 
 
3. Electrical Upgrades:  __________________________________________ 
 

________________________________ DOLLARS ($________________) 
   (Words)                    (Figures) 
  
Base Bid shall be the controlling figure determining the value of the contract. 
 
Add/Alternates 
 
1.     400 amp Meter Pan Upgrade: ____________________________________  
 

________________________________ DOLLARS ($________________) 
   (Words)                    (Figures) 
 
NOTE: The prices shall be written in both words and numbers. The Town of 

Chesapeake City reserves the right to accept or reject any or all bids. 
 
SCHEDULE OF UNIT PRICES: 
 
The following unit prices, if accepted in the award of the contract, shall be applied 
in computing the value of changes, additions, deletions, and substitutions which 
may be made in the work following the award of the contract.   Each unit price 
shall include all work and incidentals necessary to complete the items.  
 
NOTE:  Prices shall be written in both words and figures. 
 
1. 2”x4”x20’ Stringers, ACQ treatment, installed__________________ 
 

____________________________ DOLLARS ($___________) per board 
   (Words)          (Figures) 
 
2. 2”x8”x8’ Decking, ACQ Treatment, installed________________________ 
 

____________________________ DOLLARS ($___________) per board 
   (Words)          (Figures) 
 
3.  12” Horned Cleats (30), stainless steel, installed_______________ 
 

____________________________ DOLLARS ($_________________) Ea. 
   (Words)          (Figures)  

Page 2 of 5 



BID SPECIFICATIONS 
 
 

TITLE: PROPOSED RE-DECKING OF FLOATING DOCK 
  BACK CREEK BASIN, CHESAPEAKE CITY MUNICIPAL DOCK 
 
1.0 SCOPE OF WORK 
The contractor shall furnish all labor, material, equipment and appurtenances as necessary for the re-
decking of a wooden decked floating dock, and electrical upgrades as shown on the attached drawings 
and as described in these specifications; and as directed by the Town of Chesapeake City or their 
assignee. 
 
2.0 GENERAL WORK 
The intent of the specifications is to prescribe a complete scope of work, which the contractor shall 
undertake as work necessary for fulfillment of the contract. 
 
3.0 JOB DESCRIPTION 
a. The Scope of Work generally consists of the removal and replacement of 200 linear feet of 

wooden decked floating dock, 8’ wide, including additional bracing, and the installation of five 
new power pedestals that will provide electric hook up for transient mariners, including new 
electric lines. 

 
b. All work shall be in accordance with these plans and specifications. 
 
c. The contractor shall notify the Town of any discrepancies in these plans and specifications prior 

to construction. 
 
4.0 PUBLIC CONVENIENCE AND SAFETY 
The contractor shall at all times conduct the work in such a manner as to insure the least practicable 
obstruction to normal activities at the work site.  The convenience and service of the general public and 
employees shall be provided in an adequate and satisfactory manner.  Material stored at the job site shall 
be placed so as to cause as little obstruction to the general public as possible. 
 
5.0 DUST AND NOISE CONTROL 
The contractor shall be required, at his own expense, to control dust and noise and provide protection 
measures during the entire duration of the project. 
 
6.0 PROTECTION OF PROPERTY 
a. The contractor shall provide adequate protection of the work and adjoining areas at all times. 
 
b. Any damage outside the limits of work shall be repaired or replaced to a condition of equal or 

better then existing, by the contractor, subject to approval by the Town. 
 
7.0 DISPOSAL OF DEBRIS  
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b. Miscellaneous Materials: 
 

1. Water-borne preservative solution of ACQ type 0.5 for the treatment of field cuts, 
trimmed areas and holes for ACQ treated lumber only, shall meet the 
requirements of AWPA M4, “Standard for the Care of Preservative Treated Wood 
Products”. 

 
2. Asphalt roofing cement for coating wale splices, counter-bored holes and exposed 

hardware shall be a high grade, waterproof cement, easily spread by trowel to ⅛ 
inch in one coat, meeting Federal Specifications SS-C-153 Type I, Class B.  Use 
Clipper Ship Roofing Cement MP 51 or equivalent.  

 
3. Field Coatings:  After all hardware is placed, all field cuts, shall be scraped and 

brushed clean and given two coats of ZINC-X as manufactured by INSL-X 
Products Corporation, Yonkers, New York, or an approved equal.  All coatings 
shall be in accordance with the manufacturer’s specifications. 

 
 c.  Treatment: 
 

1. All beams, stringer, clamps shall be pressure-treated with ACQ type 0.5, in 
accordance with the requirements of EPA and the American Wood Preservers 
Association.  A final net retention of not less than 0.5 lbs of ACQ per cubic foot of 
wood as determined by AWPA. 

 
            2. All decking shall be pressure treated with ACQ type 0.5 in accordance with the 

requirements of EPA and the American Wood Preservers Association. A final net 
retention of not less than 0.5 lbs of ACQ per cubic foot of wood as determined by 
AWPA. 

 
 3. All treated materials shall be branded, or tagged after treatment for identification.  

Tagging of lumber shall be with legible lettering, suppliers brand, plant designation, 
date of treatment, species of timber, type of preservative and retention of 
preservative. 

  
 d.  Treatment of Field Cuts: 
 
 
 1. All field cuts, trimmed areas, holes and damaged areas shall be coated with two 

coats of a compatible preservative meeting the requirements of AWPAM-4, latest 
edition, "Standard for the Care of Preservative Treated Wood Products". 

 
    Certification:  
 

1. A certificate attesting to the fact that all timber meets the requirements of the 
Drawings and Specifications as to species, grade, strength, finish and size. 
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mechanical type main and neutral lugs.  Equipment ground bus:  adequate for feeder and 
branch-circuit equipment ground conductors; bonded to box.  Manufacturers:  Eaton, 
General Electric, Siemens-ITE, or Square D. 

 
H. SCOPE OF WORK FOR ELECTRICAL INSTALLATION 
 
1. Replace the existing utility company service meter and meter base with new 400 amp 

meter and meter base.  Remove existing 120/240 volt, single phase, 3 wire, 100 amp 
panelboard at electrical service entrance location for installation of new 200 amp 
panelboard.  Replace existing junction box at service entrance location with new 24” x 
24” junction box to connect the 400 amp service feeder to the existing 120/240 volt, 
single phase, 3 wire, 200 amp disconnect to remain, and to the new 120/240 volt, single 
phase, 3 wire, 200 amp panelboard.   

 
2. Provide new 120/240 volt, 1 phase, 3 wire, 200 amp, 12 space service rated panelboard 

with 200A-2P main circuit breaker with GFCI protection not exceeding 100 mA, feed-
through lugs, and NEMA 3R enclosure for power to new subpanel and existing circuits.  
Provide the following branch circuit breakers for existing circuits: (3) 20A-1P; (1) 30A-
2P.  Provide (3) #3/0 and (1) #4 Ground – 2 inch conduit from the panelboard to the 
service junction box. 

 
3. Remove existing 120/240 volt, single phase, 3 wire, 100 amp subpanel serving dock.  

Remove existing power pedestals and associated conduit and wiring for installation of 
new subpanel and new power pedestals.   

 
4. Provide new 120/240 volt, 1 phase, 3 wire, 200 amp, 18 space main lug only panelboard 

with NEMA 3R enclosure for power to new subpanel and existing circuits.  Provide the 
following branch circuit breakers for new power pedestals: (3) 30A-2P; (2) 70A-2P.  
Provide (3) #3/0 and (1) #6 Ground – 2 inch conduit from the panelboard to new 200 amp 
panelboard at the electrical service entrance location.  Coordinate location of subpanel 
with owner.  2 inch conduit to be trenched below grade leaving the panelboard.  
Contractor to remove and replace deck boards as required to gain access below 
promenade.  Approximately 5 feet beyond promenade, conduit shall bend 90 degrees and 
follow parallel to promenade, but not closer than 5 feet in offset to existing parking lot. 
At that point, the conduit shall bend 90 degrees and Contractor shall bore under the 
existing paved promenade using a bullet or other trenchless method as approved by the 
Town. After crossing the existing promenade, conduit shall be trenched to the existing 
bulkhead, where the new conduit will be affixed in accordance with NEC requirements 
until reaching the proposed subpanel. 

 
5. Provide three (3) Eaton marina power pedestals (selected by owner) each with two (2) 

30A-1P GFCI circuit breakers and two (2) 30A, 125V marine grade twistlock receptacles.  
Provide (3) #8 and (1) #8 Ground – 1” conduit from each pedestal to 30A-2P breaker in 
new sub-panel.  Provide pedestal with integral LED light fixture. Space the pedestals 18” 
from the edge of the dock and 40’ on center (1 every other dock section, excluding the 
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first section adjacent to the access ramp). The exact placement shall be determined by a 
Town Representative. 

 
6. Provide two (2) Eaton marina power pedestals (selected by owner) each with one (1) 

30A-1P GFCI circuit breaker and 30A, 125V marine grade twistlock receptacle and one 
(1) 50A-2P GFCI circuit breaker and 50A, 125/250V marine grade twistlock receptacle.  
Provide (3) #4 and (1) #8 Ground – 1” conduit from each pedestal to 70A-2P breaker in 
new sub-panel.  Provide pedestal with integral LED light fixture. Space the pedestals 18” 
from the edge of the dock and 40’ on center (1 every other dock section, excluding the 
first section adjacent to the access ramp). These two pedestals shall be placed on the end 
of the dock farthest from the access ramp. The exact placement shall be determined by a 
Town Representative. 

 
I. METHOD OF WORK: 
 
1.  General: 
 
 a. All work shall be as shown on the drawings and as called for in these written  
  specifications. 
 
 b. The contractor shall adhere to OSHA-MOSHA regulations throughout the  project 
  to insure the safety of his/her employees, Town employees, and the public. 
  
 c. The contractor shall maintain the work site in a safe, neat, and orderly manner 
  throughout the entire project.  The contractor shall take steps necessary to prevent 
  the accumulation of debris at the job site. 
 
 d.   The contractor shall submit to the Town for approval the following at the Pre 
  Construction Meeting: 
 
  1. A schedule and sequence for all contract work. 
 
  2. The names, qualifications, duties and responsibilities for each person  

  installing the products.   
 
2. Specifics: The contractor shall perform the following work: 
 

a. Remove and replace existing wood decking in accordance with plan detail and 
specifications. 

 
b. Existing walking planks providing dock access and transition plates between dock 

sections shall be reinstalled in an identical fashion to what existed prior to work 
commencing. 

 
c. 3/16” hot dipped galvanized steel angle iron shall be welded in place to provide 

longitudinal support for stringers on 24” centers.  Two angle irons will be 
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required for each 8’ section.  Any welds and abandoned penetrations shall be 
coated in accordance with the Miscellaneous Materials Field Coatings Section. 

 
d. All newly installed water and electric appurtenances shall be attached to the dock 

frame below the decking and be obscured from view. 
 
 e. Field cuts of ACQ treated timber shall be given a treatment of an approved  

water-borne preservative solution of ACQ type 0.5. 
 

f. Remove and properly dispose of all excess materials and debris, off Town 
property.  All disturbed areas shall be raked smooth.  Spread 3" of topsoil to reach 
final grade, seed, fertilize and mulch. 

 
g. Care shall be taken to not damage any asphalt in the parking lot. Pictures shall be 

taken of the before and after site conditions. Any damage is the contractors’ 
responsibility. 

 
J. GUARANTEE and ACCEPTANCE: 
 
1. The contractor shall fully guarantee the work covered under this contract for a period of 

two (2) years from the date of acceptance against defects in materials and workmanship. 
 
2. Any defects found within the two (2) year warranty period shall be promptly repaired or 

replaced by the contractor at no additional cost to the Town. 
 
3. The contractor shall provide the Town with all manufacturers’ warranties for materials 

and systems used on this project. 
 
4. Acceptance by the Town for any procedures, materials, workmanship, or final product 

shall not relieve the contractor of his contractual requirements. 
 
5. All work is subject to the inspection and approval of the Town. 

 
K. GENERAL REQUIREMENTS: 
 
1. The contractor shall make his own arrangements at his own expense, coordinating with 

the Town (Owner) for storage of materials and any construction yard he may require 
executing this project. 

 
2. Deviation from the manufacturer's instructions or this specification will not be acceptable. 
 
3. The contractor's personnel shall be skilled craftsman and fully qualified by experience 

and technical training to perform their assigned responsibilities. 
 
4. The contractor shall take all necessary precautions and measures to protect all properties 

from damage.  He shall repair all damage caused by his operation to all public and private 
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property including roads, walks, curbs, utilities, trees, shrubs, plantings, etc., and leave 
the property in good condition and/or at least equivalent to the condition found. 

 
5.        The contractor shall make his own arrangements to acquire any temporary utility service, 

which he requires to perform this contract.  Any expenses incurred must be paid by the 
contractor. 
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Town of Chesapeake City 
Proposed Re-decking of Floating Dock 

Back Creek Basin, Chesapeake City Municipal Dock 
Pre-Bid Meeting Minutes 

 
Date:   February 24, 2015 
 
Meeting Date:  February 19, 2015 
 
 
Location:  Town of Chesapeake City Town Hall 
 
Project:  Proposed Re-decking of Floating Dock 
   Back Creek Basin, Chesapeake City Municipal Dock 

KCI Job No. 27150088P 
 
Attendees:  Bill Miners, Chesapeake City 
   Rob Bernstine, Chesapeake City 
   Sandi Pepe, DNR 
   Alice Scanlon, DNR 
   Laura Gosnell, Bay Pile Driving 
   Carmen Romano, CPR Electric & Alarm Company 

Ted L. Mercer, III, Kingfisher 
Mark McCool, Northern Bay Boat Lifts 
Rich DiPilla, Cutting Edge Construction 
Brian Morgan, KCI 

______________________________________________________________________________ 
 
A pre-bid meeting was held for the Chesapeake City Floating Dock Re-decking Project on February 
19, 2015, at 1:00 p.m. EST at the Chesapeake City Town Hall.  The following items were discussed: 
 
I. Introductions: 
  - Rob Bernstine, Project Manager 
  - Brian Morgan, KCI 
               
II. Key Project Dates 

 
Dates shown on the Meeting Agenda required revision and the following dates were 
discussed: 
 
Friday, February 20, 2015 @ 5 pm Questions Due in Writing (email or fax) to 

Sandra Edwards at Chesapeake City 
 
Monday, February 23, 2015 @ 4 pm Final Addendum Issued – if necessary 
 
Tuesday, February 27, 2015 @ 2 pm Bids due at Chesapeake City Town Hall 
 
  



Chesapeake City Floating Dock Re-decking Project – Pre-Bid Meeting Minutes 
24 February 2015 
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III. Overview of Project  
 

a. Project Location 
Floating dock situated behind bulkhead adjacent to Pell Gardens Park at Back 
Creek Basin. 

b. Description of Work 
Replacement of 200 linear feet of wooden decked floating dock, 8’ wide.  
Replacement to include demolition and disposal of existing decking, additional 
bracing for deck fastening to existing steel frame, installation of five new power 
pedestals, and the installation of new electric lines and appurtenances. 

c. 90 Consecutive Calendar Days from contract execution date. 
d. Mandatory site inspection prior to bid. 
e. Contractor to dispose of all debris resulting from demolition. 
f. Insurance requirements. 
g. Contract Security 100% of the accepted bid. 
h. Monthly requests for payment based on partial completion with 5% retainage. 
i. 2-year guarantee against defects for construction and materials. 
j. Hours of operation are to be 7 – 5, Monday through Friday unless written approval is 

given by the Town for additional hours. 
k. Notify the Town forty-eight hours prior to commencing work. 
l. Any disruption to traffic and/or parking must have prior written approval from the 

Town.  
m. Maryland contractor’s license required. 
n. Liquidated Damages ($100/day). 
o. County Electrical Board must issue permit and inspect all work. 
p. Items Required for Bid (1 Original & 1 Copy) 

i. Construction Bid Form (Pages 1-5) 
 
IV. Questions & Comments 

 
a. How will service be provided to the panel?  It is anticipated that service will be fed 

from the existing drop from the power pole.  It is also anticipated that the existing 
drop is adequately sized.  

b. How will the new panel servicing the dock be placed?  Will it be fixed or moving and at 
what height.  The final location of the panel will be approved by the Town.  The 
panel will have to be placed in accordance with the National Electrical Code 
requirements.  The Town’s engineer (KCI) will provide a benchmark to establish 
the electrical plane. 

c. Will water piping be part of the contract? Water piping is excluded from the project 
scope. 

d. Will an MDE permit be required?  The project will be exempt from MDE permitting 
since no work will occur within the waterway.  

e. Will both CCA and ACQ treatments be used on the project?  Treatments will be as 
required by the RFP. 

f. Will the Contractor be responsible for replacing the rub rail?  Rub rail replacement will 
be provided by the Town.  The Contractor will be responsible for removal only. 
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g. Will the existing 4” X 4” rail be reinstalled?  The rail in question will be removed and 
not replaced.   

 
V. Site Walk 
 

Meeting attendees visited the site and evaluated items addressed in the meeting.  
 

We believe that the above accurately reflects what transpired at this meeting.  However, we would 
appreciate comments involving a difference in understanding of what occurred.  Unless we are 
notified in writing to the contrary within three (3) days after receipt, we will assume that all in 
attendance concur in the accuracy of this transcription. 
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